CONTRINEX

DATA SHEET

SAFETY RFID SENSOR

YSR-xxK4-xESE-xxxx
ECOLAB TUV
LISTED W
qﬁ[ 22 MM SIZE CAT.4 / PLe

OUTSTANDING FEATURES

Random or teachable code

— Safe switch on distance Sao : 8 mm

Safe switch off distance Sar : 18 mm
— PVC cable or M12 pigtail connection

TECHNICAL DATA

Load current

Safe switch on distance Sao

Dimensions

Usage category

Actuation

Output

Storage temperature range

Housing material

Weight

Cable diameter

Cable runs

PFH, (1/h)

Shock resistance

Rated impulse withstand voltage Ui,

Serial connection

— Type 4, high coding level according to ISO 14119
— Category 4, PL e according to ISO 13849-1

— Extremely compact size

— ECOLAB certified

max 400 mA (-25°C...+70°C)

8 mm

36 mm x 26 mm x 13 mm

DC12-13

Random or teachable code

2x OSSD

-25...+70°C

PBT yellow, PC black

see type-specific data (page 2)

@ 6 mm = 0,25 mm

30 m max.

2,24x10°
30 g/ 11 ms (EN 60947-5-2)
1 kV

Max. 30 sensors
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COMRIM\XD TYPE-SPECIFIC DATA

YSR-22 SERIES

DATA SHEET o : :
Part reference imensions Sao Sar Actuation Connection o Ul
[mm] sensor  actuator
YSR-22K4-RESE-C050 36x26x 13 8 mm 18 mm Random code PVC, 5m, 4 wire 312g 11g
YSR-22K4-TESE-C050 36x26x 13 8 mm 18 mm Teachable code PVC, 5m, 4 wire 3129 g
YSR-22K4-RESE-P012 36x26x 13 8 mm 18 mm Random code PVC, 0.15 m, M12 8-pins 459 g
YSR-22K4-TESE-P012 36x26x 13 8 mm 18 mm Teachable code PVC, 0.15 m, M12 8-pins 459 Mg
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PIN ASSIGNMENT

CONTRINEX)
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0.15m, M12 8-pins pigtail
PINS/WIRES ON SENSOR
ASSIGNMENT FUNCTION Y OPEN CABLE
Power supply 24 VDC 1 (white) brown
Input Safety input 1 2 (brown) white
Power supply GND 3 (green) blue
Output OSSD 1 4 (yellow) black
Output Diagnostic 5 (grey) grey
Input Safety input 2 6 (pink) pink
Output 0SSD 2 7 (blue) violet
Input EDM 8 (red) orange

*Color assigned when a Contrinex cable-connector is connected
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